DEUTERIUM LAMP
RELATED PRODUCTS

'POWER SUPPLY C7860/0EM POWER SUPPLY HC302

FEATURES

B Compact
M High Cost Performance

W Designed based on EN/UL standard (HC302)
The C7860 designed based on EN standard only.

B Constant Current Power Supply

A Left: CYBE0, Right:HC302

SPECIFICATION
Parameter | cras0 ] HC302 Unit
g | Input Voltage 80 1o 115 /180 10 250 (ac) | 24 + 2.4 (dc) v
Input Current | N 2 - A Max.
With Load BO Vdc Typ
Dulput Voltage ~ ['Without Load f - T V de Min
| Dutput Current 0015 mA
Current Fluctuation (p-p) 05 | % Max.
Output Current Drift al + 25 o= - +0.1  |%hM Max
Heater Voltage Dulpn.'l't"‘i"ullage - _Sg_e_:_l:_pal::-i.'w' 1 —
_Healer Current [Output Current | See balow -
Warm-up Time = 2515 e 5
| Trigger Voltage €00 + 50 _| Vpeak
Ambient Temperature -gﬁ-;:‘;ﬂﬂ = -E*;?O.:gﬂ g—
Cooling ' = [20 CFM of Forced Air Cooling| —
Dnmemmns{WxHxD} 115&<14ﬂx£2t+ jﬂ_:-:_L‘lEv-:SBE mm__ |
| Weight 27 0.17 kg
HEATER VOLTAGE AND CURRENT
Warm-up Operation |
Type Number Voltage Current Voltage Current Applicable Lamps
(V de) (Ade) (V de) (A de)
C7860/HC302-2510 | 2.520.15 i 13005 T8 | L6565, 17293, 7303, L6999, L7307, L7174
C7860/HC302-2517® | 25+015 | 4 T 17+01 33 | L7297, 7298, L6303, L6304, L7304, L7306
C7860/HC302:3000% | 8+015 | &5 | 0 0 | L6566, L6305, L6306
C7860/HC302-1035% | 10205 | 0.8 35+£02 0.3 | L7291,17294, L6307, L6308, L7292
C7860/HC302-1070 10205 | 1.2 | 7035 1 | L7296, L7295, L6309, L6310
‘C7860/HC302-1555% | 152075 0.5 55+0.3 0.3 L6311, Le3i2

NOTE: 14! C

7860 senas ara manufaciured only when the order is placed
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DEUTERIUM LAMP POWER SUPPLY C7860/HC302 SERIES

B Dimensional Outline (Unit: mm)
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OPTO COUPLER #6-32 SCREW TERMINALS, B PLACES ™ 4#6-32 THD.
DISABLE INPUT CIRCLUIT

DISABLE FUNCTION
DISABLE = «5 V BETWEEN PINS 7 & 8 POLARITY AS INDICATED, LOAD = 2 ma
ENABLE =0V BETWEEN PINS 7 & 8 OR PINS 7 & B OPEN

Precautions When Using Deuterium Lamps -

1. High voltage is used to operate the lamp. Use extreme caution to pravent electnc shocks
2. The guarantee period will be ane year after shipment. The area of guarantee is imited to replacemeant of the faulty lamp. Faults resulting
from natural disasters and incorrect usage will also be excluded from guarantee.
|

( € These product confarms to SAFETY/ EM&1010-1 of the European Union
.“ The HC3I2 is recogmized upon UL 1950 (File Na. 191652)



