








X9315
changed by the system or until a power-up/down cycle 
recalled the previously stored data.

This procedure allows the system to always power-up to a 
preset value stored in nonvolatile memory; then during 
system operation minor adjustments could be made. The 
adjustments might be based on user preference, system 
parameter changes due to temperature drift, etc...

The state of U/D may be changed while CS remains LOW. 
This allows the host system to enable the device and then 
move the wiper up and down until the proper trim is attained.

Symbol Table

Mode Selection
CS INC U/D MODE

L H Wiper Up

L L Wiper Down

H X Store Wiper Position

H X X Standby Current

L X No Store, Return to Standby

WAVEFORM INPUTS OUTPUTS

Must be
steady

Will be
steady

May change
from Low to
High

Will change
from Low to
High

May change
from High to
Low

Will change
from High to
Low

Don’t Care:
Changes
Allowed

Changing:
State Not
Known

N/A Center Line
is High
Impedance
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X9315
Endurance and Data Retention
PARAMETER MIN UNIT

Minimum endurance 100,000 Data changes per bit

Data retention 100 Years

Test Circuit #1 Test Circuit #2 Circuit #3 SPICE Macro Model

Test Point
VW/RW

VH/RH

VL/RL

VS

Force
CurrentVL

VW

 Test Point

VH/RH

VW/RW

VL/RL

CH
CL

RW

10pF

10pF

RH RL

RTOTAL

CW

25pF

AC Conditions of Test
Input pulse levels 0V to 3V

Input rise and fall times 10ns

Input reference levels 1.5V

AC Electrical Specifications (Over recommended operating conditions unless otherwise specified)

SYMBOL PARAMETER

LIMITS

UNITMIN TYP(6) MAX

tCl CS to INC setup 100 ns

tlD INC HIGH to U/D change 100 ns

tDI U/D to INC setup 2.9 µs

tlL INC LOW period 1 µs

tlH INC HIGH period 1 µs

tlC INC Inactive to CS inactive 1 µs

tCPH CS Deselect time (NO STORE) 100 ns

tCPH CS Deselect time (STORE) 10 ms

tIW INC to Vw change  1 5 µs

tCYC INC cycle time 4 µs

tR, tF(7) INC input rise and fall time  500 µs

tPU(7) Power-up to wiper stable 5 µs

tR VCC(7) VCC power-up rate 0.2 50 V/ms

tWR Store cycle 5 10 ms
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X9315
Typical Absolute% Error per Tap Position

Typical Relative% Error per Tap Position

Applications Information
Electronic digitally controlled (XDCP) potentiometers provide 
three powerful application advantages; (1) the variability and 
reliability of a solid-state potentiometer, (2) the flexibility of 
computer-based digital controls, and (3) the retentivity of 
nonvolatile memory used for the storage of multiple 
potentiometer settings or data.
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X9315
Basic Configurations of Electronic Potentiometers

Basic Circuits

VR

VW/RW

VR

I

Three terminal potentiometer;
variable voltage divider

Two terminal variable resistor;
variable current

VH

VL

Cascading TechniquesBuffered Reference Voltage

–

+

+5V

R1
+V

-5V

VW
VREF

VOUT

OP-07

RW/VW

RW/VW

+V

+V +V

X

(a) (b)

VOUT = VW/RW

Noninverting Amplifier

+

–

VS
VO

R2

R1

VO = (1 + R2/R1)VS

LM308A

Voltage Regulator

R1

R2

Iadj

VO (REG) = 1.25V (1 + R2/R1) + Iadj R2

VO (REG)VIN 317

Comparator with Hysteresis

VUL = {R1/(R1 + R2)} VO(max)
VLL = {R1/(R1 + R2)} VO(min)

+

–VS
VO

R2R1

}}

LT311A

+5V

-5V

(for additional circuits see AN115)
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X9315
Packaging Information

0.118 ± 0.002
(3.00 ± 0.05)

0.040 ± 0.002
(1.02 ± 0.05)

0.150 (3.81)
Ref.

0.193 (4.90)

0.030 (0.76)

0.036 (0.91)
0.032 (0.81)

0.007 (0.18)
0.005 (0.13)

0.008 (0.20)
0.004 (0.10)

0.0216 (0.55)

7° Typ.

R 0.014 (0.36)

0.118 ± 0.002
(3.00 ± 0.05)

0.012 + 0.006 / -0.002
(0.30 + 0.15 / -0.05) 0.0256 (0.65) Typ.

8-Lead Miniature Small Outline Gull Wing Package Type M

NOTE:
1. ALL DIMENSIONS IN INCHES AND (MILLIMETERS)

 0.220"

0.0256" Typical

0.025"
Typical

0.020"
Typical
8 PlacesFOOTPRINT

Ref.
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X9315
Packaging Information

NOTE:
1. ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS)
2. PACKAGE DIMENSIONS EXCLUDE MOLDING FLASH

0.020 (0.51)
0.016 (0.41)

0.150 (3.81)
0.125 (3.18)

0.110 (2.79)
0.090 (2.29)

0.430 (10.92)
0.360 (9.14)

0.300
(7.62) Ref.

Pin 1 Index

0.145 (3.68)
0.128 (3.25)

0.025 (0.64)
0.015 (0.38)

Pin 1

Seating

0.065 (1.65)
0.045 (1.14)

0.260 (6.60)
0.240 (6.10)

0.060 (1.52)
0.020 (0.51)

Typ. 0.010 (0.25)
0°

15°

8-Lead Plastic Dual In-Line Package Type P

Half Shoulder Width On
 All End Pins Optional

.073 (1.84)
Max.

0.325 (8.25)
0.300 (7.62)

Plane
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X9315
All Intersil U.S. products are manufactured, assembled and tested utilizing ISO9000 quality systems.
Intersil Corporation’s quality certifications can be viewed at www.intersil.com/design/quality

Intersil products are sold by description only. Intersil Corporation reserves the right to make changes in circuit design, software and/or specifications at any time without
notice. Accordingly, the reader is cautioned to verify that data sheets are current before placing orders. Information furnished by Intersil is believed to be accurate and
reliable. However, no responsibility is assumed by Intersil or its subsidiaries for its use; nor for any infringements of patents or other rights of third parties which may result
from its use. No license is granted by implication or otherwise under any patent or patent rights of Intersil or its subsidiaries.

For information regarding Intersil Corporation and its products, see www.intersil.com

Packaging Information

0.150 (3.80)
0.158 (4.00)

0.228 (5.80)
0.244 (6.20)

0.014 (0.35)
0.019 (0.49)

Pin 1

Pin 1 Index

0.010 (0.25)
0.020 (0.50)

0.050 (1.27)

0.188 (4.78)
0.197 (5.00)

0.004 (0.19)
0.010 (0.25)

0.053 (1.35)
0.069 (1.75)

(4X) 7°

0.016 (0.410)
0.037 (0.937)

0.0075 (0.19)
0.010 (0.25)

0° - 8°

X 45°

8-Lead Plastic Small Outline Gull Wing Package Type S

NOTE: ALL DIMENSIONS IN INCHES (IN PARENTHESES IN MILLIMETERS) 

 0.250"

0.050"Typical

0.050"
Typical

0.030"
Typical
8 PlacesFOOTPRINT
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