Coaxial

Power Splitter/Combiner ZFSC-4375

4 Way-0° 75Q

Maximum Ratings

Operating Temperature -55°C to 100°C
Storage Temperature -55°C to 100°C
Power Input (as a splitter) 1W max.
Internal Dissipation 0.250W max.

Coaxial Connections
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Outline Dimensions ()

A B C D E F G H
125 125 .75 .63 .38 .61 - .80
711 31.756 19.05 16.00 9.65 15.49 - 20.32
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.80 .76 125 1.688 2.18 .75 .07 grams
20.32 1930 3.18 42.88 5537 19.05 1.78 85.0

50 to 90 MHz

Features

« high isolation, 34 dB typ.

« low insertion loss, 0.3 dB typ.
 rugged, shielded case

« excellent VSWR, 1.05:1 typ. CASESTYLE:G15
Connectors Model Price Qty.
BNC ZFSC-4375 $89.95 (1-9)
Applications BRACKET (OPTION“B") $2.50  (1+)
* VHF
* radiocommunication Splitter Electrical Specifications
FREQ. ISOLATION INSERTIONLOSS (dB) PHASE AMPLITUDE
RANGE (dB) ABOVEG6dB UNBALANCE UNBALANCE
(MHz) (Degrees) dB)
fi-fy Typ. Min. Typ. Max. Max. Max.
50-90 U 0 03 08 4 015

Typical Performance Data

Freqg. Insertion Loss Amp. Isolation Phase VSWR VSWR VSWR VSWR VSWR
(MHz) dB) Unbal. dB) Unbal. S 1 2 3 4
S1 Ss2 S3 sS4 (dB) 12 14 34 (deg))
50,00 629 629 630 629 001 4587 3746 4683 025 108 101 101 101 101
52,00 629 629 630 630 001 4535 3743 4649 022 108 102 101 101 101
55,00 629 629 630 629 001 4515 3739 4606 028 107 102 101 102 102
58,00 631 630 631 631 001 4478 3724 4554 028 107 102 102 102 102
60.00 630 630 630 630 001 4424 3729 4524 0.40 106 102 102 102 102
62.00 631 631 631 631 001 4395 3716 4490 028 106 102 102 102 102
65.00 630 631 630 631 001 4362 3708 4462 037 106 102 102 102 102
70.00 631 632 632 632 001 4313 3698 4383 033 105 102 102 102 102
72.00 630 631 633 632 0.02 4280 3699 4362 037 104 102 102 102 102
75.00 631 631 631 631 001 4250 3691 4336 0.39 104 102 102 102 102
77.00 632 632 633 632 001 4238 3684 4313 041 104 102 102 102 102
80.00 631 632 631 631 001 4189 3681 4265 036 103 102 102 102 102
83.00 632 632 632 633 0.02 4168 3676 4252 038 103 102 102 102 102
85.00 631 632 632 632 001 4146 3666 4221 038 103 102 102 102 102
90.00 633 632 632 632 001 4089 3658 4170 054 103 102 102 102 102
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