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Windowless - Large Area APDs

Electro-Optical Characteristics

All specifications apply when APD is operated at 23°C and at a gain of 200.

Temperature
Coefficient of
Breakdown
Voltage
(%/°C)

Capacitance
f = 100kHz

Typ Typ
(pF) (nA)

Dark Current

Noise Current
Spectral Density
f = 100kHz
Typ Max
(pPAWVHz)  (pANVH2)

+0.1

Spectral

Enhancement

15 25
25 35
65 90
140

Responsivity

Typical
(A1W)

118-70-75-520
118-70-73-520
118-70-74-520
118-70-72-520
197-70-75-520
197-70-73-520
197-70-74-520
197-70-72-520
394-70-75-5X0+
394-70-73-5X0¢
394-70-74-5X0+
394-70-72-5X0+
630-70-75-5X0¢
630-70-73-5X0¢
630-70-74-5X0+
630-70-72-5X0¢

DUV
uv
Blue
Red/IR

DUV
uv
Blue
Red/IR

30 @ 160nm
38 @ 350nm
70 @ 500nm
100 @ 750nm
30 @ 160nm
38 @ 350nm
70 @ 500nm
100 @ 750nm
30 @ 160nm
38 @ 350nm
70 @ 500nm
100 @ 750nm
30 @ 160nm
38 @ 350nm
70 @ 500nm
100 @ 750nm

0.7 1.4
1.0 2.0
1.5 3.0
2.5 5.5

Gain, M @ A=675nm

Absolute Maximum Ratings?

250

Operating Temp Range (°C)

-20 to +50

Storage Temp Range (°C)

-55 to +70

Power Dissipation @23°C (W)

 Positive high voltage (HV) is applied to the cathode contact. The maximum value for the operating HV is specified with each device.
+ “X” indicates package style; “0” = SHV connector (supplied with mating connector) and “1” = a single pin connection.
() Operating beyond these limits may cause permanent damage to the device.
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3mm - 0.12

Smm - 0.2
10mm - 0.4
16mm - 0.6



Typical Performance Graphs

Gain & Dark Current vs. Bias Voltage Spectral Responsivity @ Gain 200
1000 120
‘é = T Blue
= mm 100 \
1= I\ 10 mm y L L — < \
£ 100 %\ %/ ’E‘ 8 /
3 = = uv / 2 \ \
5 == s \ /¥
[2]
g — 5 mm — S 40 / 1
c 10 ﬁ?z&' 4 2 a DUV
‘© \y O 20
(0] \ 3mm o
Gain 0
1 150 250 350 450 550 650 750 850 950 1050
1500 1600 1700 1800 1900 2000
Bias Voltage (V) Ui ()
Gain vs. Temperature for Various Bias Voltages Noise Equivalent Power(NEP) vs. Gain @ 750 nm
300
e 1940V ®
— 1930V 35 ~
250 1920V \ 16 mm
N — 30 I
200 P\ — 1910V ¥
s 1900V ~N 25 10 mm
.§ 0 \\\\\\ . 1890V % 2 \
A\l
100 Z §\§§ o |
1 I B — Y2 ~=
o 1890V z /
| SE—3mm
0 © |
0 5 10 15 20 25 30 40 45 © 5 100 180 200
Temp (°C) Gain
Mechanical Dimensions
Package for Package for Packag
118-70-7X-520 394-70-7X-510 394-70:
197-70-7X-520 630-70-7X-510 630-70-
Active Dia. 21.180 ~
3 or 5mm 21.010 , L
ggigg Active Dia.
90.405 10 or 16mm '
Focal Focal
Plane Plane
0.071 .042 |
—0.384 —' 0.330 —'
[F__r~ - f (mm————
f I
1 A
f 1.00 ¥
050 1.41
0.030 d
I
0.170 ——I |~—
.050 —| 0.460

Center pin on all three package types is the APD's cathode and case is the APD's anode.
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